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Exechon Actuator Calibration Kit 

 
Introduction 
 
The Exechon actuator calibration tool is a tool for measuring the actuator reference position 
of the Exechon machine. The tool is made with a carbon fiber tube to minimize temperature 
influence and a digital micrometer from Mitutoyo for precision measurements. 
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Scope of delivery 
 
�  Calibration rod with Mitutoyo micrometer 
 
           

          
 
 
 
 
 
�  30mm gauge block 
 

  
 
�  Calculation software 
 

  
 
�  User manual in English language 
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Scope of delivery 
 
�  Highly durable flight case with protective foam. 
 

     
 
 
 
Technical data 
 
�  ROD 
 Carbon fiber tube with aluminium fittings 
 Made for a standard Exechon X700 actuator (Custom made rods on request) 
 Overall dimensions (LxWxH): 1184x255x148 
 Weight: 1.5 kg 
 
�  MITUTOYO MICROMETER 
 Functions: On/Off, Zero-setting, Data hold, Data output, Preset 
 Accuracy: ±0.002mm 
 LCD display with resolution: 0.001mm 
 Battery life: 1.2 years 
 
�  GAUGE BLOCK 
 Size: 30mm 
 Accuracy: DIN EN ISO 3650 
 
�  CALCULATION SOFTWARE 
 Requirements: Standard PC with Windows XP/2000 operating system and USB 
 port 
 
�  CASE 
 Made of a highly durable aluminum frame and walls of PVC 
 Exterior dimension (LxWxH): 1265 x 335 x 180 mm 
 Weight (empty): approximately 10kg 
 Color: Black and aluminum 
 
 
Article number  
 
OQ200501 


